M30 



PHONE A 
'110 



150 



RADIO 
ACCESS 
NETWORK 



/ 



140 



BASE 
STATION 
CONTROLLER 



/ 



180 



MEDIA 
GATEWAY 



160 



MOBILE 
SWITCHING 
CENTER 



COMMUNICATIONS 
EQUIPMENT 

m 



T 



155 



GATEWAY 
ROUTER 



/ 



190 



CONTENT 
STORAGE 
SYSTEM 



165 s 



198 




CONTENT 
VIEWING 
SYSTEM USING 
WEB SERVER 



VISITOR 
LOCATION 
REGISTER 





PSTN 



175 



SS7 
NETWORK 



175 



ElG.l 



Page 19 of 21 



220 



• 210 



a 



RECORD 
( SWITCH 
240 



230 



IN-BAND 
MESSAGING UNIT 



'250 



OUT-OF-BAND 
MESSAGING UNIT 



/ 



260 



270 



\ 



RADIO UNIT 



CELLULAR PHONE 
200 



FIG. 2 



Page 20 of 21 



PHONE A 



V 



310 



BSC 



MSC 



PACKET NODE 



MEDIA GW 



PHONE B 



VOICE CONVERSATION BETWEEN PHONE A AND PHONE B 



RECORDINC 



START INDICATION V 



A IP SIGNAL^ 320 



/ 



350 



.340 



/ 

CONNECT TO APPROFIRIATE VOICE STREAM 



FORK VOICE CONVERSATION INTO 
RTP STREAM AND FORWARD TO 
MEDIA GW 



/380 



RECORD! STOP INDICATION 



MA IP SIGNAL 



395 



/ 

CONNECT TO APPROFlRlATE VOICE STKEAM 



RECORDI NG SUCCESSFUL, LOl NATION INFORMATION O r STREAM 



'330 



RECORDING START 
INDICATION 



.360 



.390 



370 



STORE VOICE STREAM 
TO MEDIA SERVER 



RECORDING STOP 
INDICATION 



-y 



375 



PROVIDE FOR 
RETRIEVAL 



FIG. 3 



Page 21 of 21 



PHONE A 



BSC 



/ 



410 



MSG 



PACKET NODE 



MEDIA GW 



VOICE CONVERSATION BETWEEN PHONE A AND PHONE B 



RECORDING ST ^T INDICATION 
VIA SHORT MESSAGE / 



/ 



470 



RECORDING STOP 
VIA SHOR r 



/430 

RECORDING START INDICATION 



FORK VOICE CONVERSATION INTO 
RTP STREAM AND FORWARD TO 
MEDIA GW 



INDICATION 
MESAGE 



/ 



495 



VOICE STREAM 



TO BE RECORDED 



.480 



RECORD! NG SUCCESSFUL. LO^ NATION INFORMATION O - STREAM 



'440 



^450 



RECORDING SIlOP INDICATION 



460 



STORE VOICE STREAM 
TO MEDIA SERVER 



490 



PROVIDE FOR 
RETRIEVAL 



PHONE B 



FIG. 4 



